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Metal 3 Bar D-ring Common loopTension lock

Slotted Quick 
Attach female

Side Release (SR) 
Buckle, male

Side Release 
(SR) Buckle, 
female
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1.

FRONT ANATOMY & POCKET PLACEMENT

top zippered 
access

side compression 
straps

shown with 
optional Omni 
Belt

Waistbelt pockets 
one GunBearer or Auxiliary Holster, or one Liter Pouch Plus or 
one GPS Pouch

Side pockets: 
one Long Pocket 

full front panel 
access

interior PALS

Shoulder Strap 
one GPS Pouch

hose port Chamber Pocket

sheath for water 
bladder

mesh pocket 
in lid

bottom compression 
straps

interior sleeve

common loops for 
Chambers, PullOuts or to 
dummy cord other gear

USING DOCK & LOCK POCKETS
The Dock & Lock lets you quickly attach & detach any Kifaru pock-
et that is equipped with the D&L System.

To detach: 
just squeeze the Side 
Release buckle

pull pocket back for 
access to the side 
zipper (the female 
half stays in place...

or release all 4 points 
and remove com-
pletely

To Attach: 
Slide the Slotted Quick Attach 
Female onto any span of PALS web-
bing.

Long Pocket: attach the opposing 
Slotted Quick Attach Female onto 
the webbing loop provided in the 
back seam (shown on page 3 for 
side mount). Long Pockets will also 
mount in center of pack as well.

This system will compress pockets 
and their contents to the host pack 
for utmost stability.

3.

4 tab loops 
for lashing




